Amarr / Delden door model Conversion Chart

PREVIOUS
Amarr Model Name

Classica 2000
Classica 3000

Designer’s Choice

Oak Summit 1000
Oak Summit 2000
Oak Summit 3000

Hillcrest 3000
Olympus

Heritage 1000
Heritage 2000
Heritage 3000

Stratford 1000
Stratford 2000
Stratford 3000

Lincoln 3000
Vista

Model 2720
Model 2700
Model 1350
Model 1000
Model 1380
Model 2000
Model 2000l
Model 2000S
Model 2400
Model 2400l
Model 2400S
Model 2500
Model 2500l

Model 3500
Model 3550

*True White Short Panel and True White Bead Board only.

CURRENT
Amarr Model Name

Classica 2000
Classica 3000

Designer’s Choice

Oak Summit 1000
Oak Summit 2000
Oak Summit 3000

Hillcrest 3000
Olympus

Heritage 1000
Heritage 2000
Heritage 3000

Stratford 1000
Stratford 1000
Strafford 3000

Lincoln 3000
Vista

Model 2042
Model 2742
Model 2741
Model 2432
Model 2731
Model 2002
Model 2012
Model 2022
Model 2402
Model 2412
Model 2422
Model 2502
Model 2512

Model 3502
Model 3552

Delden Model Name

Classica 2000
Classica 3000

DTR-3500

Vintage 1000
Vintage 2000
Vintage 3000

Hillcrest 3000
DTR-3000

Prestige (PR-24) 1000
Prestige (PR-24) 2000
Delcraft 200 (DC-200)

Ovation (OV-25) 1000
Ovation (OV-25) 2000
Delcraft 138 (DC-138)

Lincoln 3000
Vista

DTC-2520
DTC-2500
DTC-1350
CDC-2000
CDC-1380
620-C
620-C-I
620-C-S
624-C
624-C-I
624-C-S
625-C
625-C-I

SSD-3500
SSD-3550

BASIC SPECS

2” w/ Polystyrene
2” Steel back w/ Polyurethane

2” Steel back w/ Polyurethane. *Thermal break & wear seal.

2” Non-insulated
2" w/ Polystyrene
1-3/8” Steel back w/ Polystyrene. Thermal break & wear seal.

2” Steel back w/ Polystyrene
2” Steel back w/ Polyurethane. *Thermal break & wear seal.

2” Non-insulated
2" w/ Polystyrene
2” Steel back w/ Polystyrene. Thermal break & wear seal.

2” Non-insulated
2" w/ Polystyrene
1-3/8” Steel back w/ Polystyrene. Thermal break & wear seal.

2” Steel back w/ Polystyrene
2” Aluminum Fullview

2” Steel back w/ Polyurethane. Thermal break & wear seal.
2” Steel back w/ Polyurethane. Thermal break & wear seal.
1-3/8” Steel back w/ Polyurethane. Thermal break & wear seal.
2” Steel back w/ Polystyrene. Thermal break & wear seal.
1-3/8” Steel back w/ Polystyrene. Thermal break & wear seal.
2” Non-insulated

2” w/ Polystyrene

2” Steel backer w/ Polystyrene

2” Non-insulated

2” w/ Polystyrene

2” Steel backer w/ Polystyrene

2” Non-insulated

2” w/ Polystyrene

2” Aluminum Fullview
2” Aluminum Fullview
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