
Energy efficient doors with exceptional R-values

DTR-3000/DTR-3138 and DTR-3400/DTR-3500

“Experience the Quality”

GARAGE 
DOORS

DTR-3000/DTR-3138

DTR-3400/DTR-3500

Short panel stamp with optional Ruston design windows.

Bead Board stamp with optional Long Panel Stockton 
design trim insert and Blue Ridge Hinges and Handles.

Delden's premium energy efficient doors are 
insulated with environmentally-safe CFC 
free polyurethane insulation. With triple layer 
construction and superior insulation R-values, 
these durable, low-maintenance doors 
provide you the ultimate in energy efficiency.



KANSAS CITY, MISSOURI
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“Experience the Quality”

GARAGE 
DOORS

•  All quality Delden hardware is hot-dip galvanized, including adjustable track, 
hinges, top and bottom fixtures and preformed aircraft-quality cable. Torsion 
and extension spring wire is tempered for long cycle life.

•   Door sections are furnished with a baked-on polyester top coat over hot-dip 
galvanized steel. 

•  “Ruf-Tex” woodgrain finish simulates the beauty of real wood.

•  Maintenance-free “finish” paint coating, available in 4 colors.

•  Keyed lock system optional.

O P T I O N S

D E S I G N  T R I M  I N S E R T S

•  Windows available in a wide variety of popular design options, or 
“plain” (without design). Request a window design catalog sheet.

•  Optional windows include single pane, obscure or insulated glass.
•  “Snap-in” design fastening system makes window cleaning and 

future design change easy to accomplish.
•  Contact your Delden representative for price and availability of 

non-stock window designs.
•  Delden garage door exterior finish is easily painted if custom color 

matching is required. Consult factory for specific instructions.

SUNRISE

PLAIN

RUSTON

STOCKTON

WATERTON

Short • DTR-3000/DTR-3138 Long • DTR-3400/DTR-3500

E S TAT E  G L A S S  W I N D O W  S T Y L E S

DIAMONDAIRE

PRAIRIE V SHAPED BEVEL

TIFFANY Short • DTR-3000/DTR-3138 Long • DTR-3400/DTR-3500

Proudly Distributed By:
Some graphics and details provided courtesy of Amarr Garage Doors and used by permission.

TRUE WHITE ALMOND* SANDTONE* DARK BROWN**Available only in 8', 9', 10', 16' or 18' widths.

AVAILABLE COLORS

DTR-3000 DTR-3138 DTR-3400 DTR-3500
Panel

Short 3 3 N/A N/A

Long N/A N/A N/A N/A

Bead Board N/A N/A 3 3

Shadow Line 3 3 3 3

Door Thickness 2" 1 3/8" 1 3/8" 2"

Insulation Polyurethane 
(R Value = 19.40)

Polyurethane 
(R Value = 14.46)

Polyurethane 
(R Value = 14.46)

Polyurethane 
(R Value = 19.40)

Steel Thickness 
(actual)

27/27 ga 27/27 ga 27/27 ga 27/27 ga

End Stiles Painted Painted Painted Painted

Exterior Color Options

True White 3 3 3 3

Almond 3* 3* N/A 3*

Sandtone 3* 3* N/A 3*

Dark Brown 3* N/A N/A 3*

Wind Load 
Available

3 N/A N/A 3

Warranty

Paint Finish Lifetime Lifetime Lifetime Lifetime

On Door Hardware 3 Years 3 Years 3 Years 3 Years

Available Door 
Widths

Number of Panels Available for Window Installation

Short Panel Design Long Panel Design

 8', 9' 4 2
 10' 5 2
 12' 6 3
 14' 7 4
 15' 6 4
 16', 18' 8 4

DTR-3000/DTR-3138 and 
DTR-3400/DTR-3500

HEAVY-GAUGE STEEL 
HINGE PLATES
LOCATED AT TOP AND 
BOTTOM OF EACH  
SECTION

INTERIOR SKIN
STUCCO EMBOSSED

EPDM THERMAL
BREAK

EXTERIOR SKIN  
RUF-TEX 

WOODGRAIN

POLYURETHANE
INSULATION CORE

2”

SHADOW LINE

SHADOW LINE


